4:\Land Projects R2\041\John Austin A—2\Carrabba Interests NAD83\dwg\Engineering\CADD\E0524900 — C1.1 SITE PLAN.dwg — April 20, 2016

______ -
,’ , E——— N LEGEND
COORDINATION NOTES:
/ PROPERTY LINE _—
LOT 1 / / / 1. CONTRACTOR TO COORDINATE WITH EXISTING EDGE OF PAVEMENT
! AUSTIN'S COLONY R COMMENGING ANY. CONSTRUGTION PROPOSED EDGE OF PAVEMENT
; VOL. 2070, PG. 109 2. CONTRACTOR TO PROVIDE EXISTING CONTOURS
| PLATTED TEMPORARY FENCING ALONG LENGTH PROPOSED CONTOURS
EXSTING FENCE AND UNTIL EXISTING SANITARY SEWER MANHOLE ®
/ COMPLETION ALL CONSTRUCTION 55
LOT 3 / ! BETWEEN LOTS 7 & 8. EXISTING SANITARY SEWER LINE o
! 20’ UTILITY EASEMENT EXISTING STORM SEWER MANHOLE
3. CONTRACTOR TO RESTORE ANY
EXISTING WOODEN LOT 4 NG 7 & VOL. ZF?[Z\%EPDG. 109 EXISTING STORM SEWER LINE ST
LIMITS OF 1 LoT 5 8 TO EQUAL OR BETTER CONDITION EXISTING TELEPHONE PEDESTAL |
DETENTION 5 UTILITY EASMENT IF DISTURBED OR ALTERED DURING EXISTING TELEPHONE LINE T
VOL. 2070, PG. 109 THE COURSE OF CONSTRUCTION SI.E. EXISTING TELEVISION PEDESTAL ™
PLATTED LANDSCAPING, FENCING,
I, STRUCTURES, GAZEEBOS, UTILITIES, EXISTING TELEVISION CABLE i
~~~~~~~~ ETC. EXISTING WATER METER ®
. /
el LOT 6 EXISTING RESIDENCE EXISTING WATER LINE 8
““‘%my\w\\\m S /’ EXISTING WATER VALVE .
] (X . - ~
~ P, R [\ e EXISTING CONCRETE EXISTING FIRE HYDRANT wO1
N d .
1 — \ ~.. PAD AND STRUCTURE. Lot EXISTING OVERHEAD ELECT. LINE E
38 : 3 ‘ 5 e 4 9 EXISTING WOODEN FENCE
% . ’ o, ~ °
. 37 Ao, 59 J*= 59 ] \ 43 ~ . \\\ EXISTING CHAIN LINK FENCE ¢ v M
. gl ]l = 28 . 3y N .
\ Y a » . ©
Y F A = 5 Wi C N, N EXISTING DECORATIVE FENCE
™\ . 58 F JTiLTY EASEME S N g 4 \ ,
" i g » N 7 - v , EXISTING DECORATIVE FENCE
~ { Ny 1/ 1 . . = /|
X AN /N x \ 12 oo N 74 N SCA(LZE‘;r :( 36) 30 S EXISTING POWER POLE .
~ H \ 2, ' 7, \ ’
\ ~ &J S \ N N 44 K § 7 ot EXISTING LIGHT POLE &
] . kY ~—— 7
y i ~ \\ N SN~~~ & \ \ R4 PROPOSED SANITARY SEWER LINE PSS
¥ N 14 H AN ; @ ’
i L 26" WIDE ACCESS N 4 ! } \ N N Y/ \ \ s PROPOSED STORM SEWER LINE 24"PST.
\ EASEMENT I : 22 N N X i ) v s
o~ /
\\ q ._/ AN 5 k- 3 . K54 \_ 4 d PROPOSED TREE (LIVE OAK, 2.5"+
4 \ ? \ o < - ) , 2.
\ ! (60> o \ 5 & AN \ Sy 55 EXISTING RESIDENCE S CALIPER, 8' MINIMUM HEIGHT)
H
\ ‘ ; \ 3 \ 2N o LOT
\\ ! ' \ N\ \ 5 N R 8 PR. EL = PROPOSED ELEVATION
1 3 N \ s N
\ \ \ \ ~ AN EX. EL = EXISTING ELEVATION
10’ WIDE PUBLIC \ !* \ \ A\ o \ \ 36 N = GUTTE
Jo* WDk PUBLIC \ § . \ K \ \ S N N GF = GUTTER FLOW LINE
EAS\ \ ! AN \ Ny \ N 4 AN N BC = BACK OF CURB
; \\ ! AN y - \ . “a i TP = TOP OF PAVEMENT
. ~ ~
5 N \ . \ \ : N . FL DS = FLOW LINE DOWNSTREAM
Ay -~
; N N N \ ! ‘,‘ \ 38 e N FL US = FLOW LINE UPSTREAM
B e
é \ . i Y \ 16 ] RN N PVCS = POINT OF VERTICAL CURVE START
N §
! \\ N % g Y \\>, PVCE = POINT OF VERTICAL CURVE END
H Ay Y .
i \ ~ E 49 SN
i LOT 1, BLOCK 1\ \\ | i‘ LOT 2 B A 1 ‘i ¢ ~
! 1.50 ACRES N \ : \ % N
| * } \ 1.68 ACR |
Y \ H i . ES 1 i “\ ~
\ \ § S } 3 i 57 AN ~ '
A, £ ~ i } \
\ \ / N A / ! 7/ /
N \ ; o \ i / . n oF 1. PROJECT IDENTIFICATION:
\ { ~ LIMITS
\ \ / ™ \ / jf Y N DETENTION PROJECT NAME: COLONY COMMERCIAL
7 1 N,
N\ ! ! ! \ / R34.5' AN POND GRADING LOCATION: APPROXIMATELY 3.18 ACRES LOCATED ADJACENT TO F.M. NO. 158 (BOONVILLE ROAD!
\ ! ¢ / \
\ . ‘;\ / | / \ i / \ . N ON THE NORTH SIDE. O THE WEST LIES AUSTIN'S COLONY PARKWAY. THIS SUBJECT TRACT ABUTS THE
60’ EXXON MOBILE AN H / ) i 4 / \ EMTERY.
H
PIPELINE EASEMENT \ N | % { ; ] f V4 \ LEGAL DESCRIPTION: COLONY COMMERCIAL — LOTS 1 AND 2, BLOCK 1, JOHN AUSTIN SURVEY, A—2, BRYAN
VOL. 326. PG. 140 \ . GULF STATES UTILITIES \ ! / : | \, \ ARy ORI xS . . ) s b
P 0L T N \_ __ 100" WIDE EASEMENT \ g / | ;  / \ '
i i \ H ; \ \ 2. OWNER INFORMATION:
\ ) xgt gg' Eg 295 h / / / { /{ CARRABA INTERESTS
4 s » P 299 i / i \ ! C/O MR. MARK CARRABBA
\ x i / ! / ! P.0. BOX 663
\\ \ \ \ j / / \\ t BRYAN, TX 77806
3 i \ 1 i 3
\ N \ 1 \ 3. TOTAL SITE AREA: 3.18 ACRES.
\\ \ Y i \, \\ ! / \ \ s s
\ \ § \ 4. CURRENT USE: VACANT
. \. ' *NOTE: LOT 1, BLOGK 1 MUST DIRECT \ N \ \ \ \
| \ \POST DEVELOPED RUNOFF TO N\ § \ ' \ | 5. PROPOSED USE & IMPROVEMENTS: DRIVE ASLE, MEDIAN BREAK, TXDOT DRVEWAY AND DECEL LANE, SANTARY
\ . DETENTION POND #1\EMHER \ ; \ ! \ EWER EWER, AND DETENTION.
\ \ VERLAND OR VIA STROM SEWER 5 % i ! 6. NO PORTION OF THE SUBJECT TRACT LIES WITHIN THE 100 YEAR FLOODPLAIN ACCORDING TO THE F.E.MA. FLOOD
\ | EXTENSION \ \ i ! \ ! INSURANCERATE MAP FOR BRAZOS COUNTY, TEXAS AND INCORPORATED AREAS. COMMUNTY NO. 480062, PANEL NO.
4 j \ AN } \; 1 ! ) ) ' )
\ \\ \ 1 5 ! | { \ 7. ALL PUBLIC AND PRIVATE UTILITY LINES & SERVICE LINES INCLUDING WATERLINES, SANITARY SEWER LINES,
N N i \ P ; ' 4 ELECTRIC LINES, TV/CABLE, COMMUNICATIONS LINES, etc. SHALL BE UNDERGROUND INSTALLATIONS AND INSTALLED TO
: N \ ‘ § \ THE STANDARDS AND SPECIFICATIONS OF THE APPLICABLE GOVERNING AGENCY.
4 \ ~ 5‘ \\ F i N\
U\ \ i | \ ! 8. IRRIGATION SYSTEM TO BE DESIGNED & INSTALLED BY OTHERS.
! H \ 3 N
\\ \\ \’x i i ) Sy \ 9. ALL DISTURBED EARTH MUST BE 100% COVERED WITH ESTABLISHED GRASS OR GROUND COVER.
H 3 3 Y
A N i ! ! ~y @_\ . 10. ALL BACK FLOW DEVICES MUST BE INSTALLED AND TESTED UPON INSTALLATION AS PER APPLICABLE ORDINANCE.
p 3 1 ~
\ \\ AN } \ | o 11, THE GENERAL CONTRACTOR IS RESPONSIBLE FOR COORDINATING INSTALLATION OF ALL PUBLIC, FRANCHISE &
. N ] \ ' “ PRIVATE UTILITIES WITH EARTHWORK & PAVEMENT CONSTRUCTION. GENERAL CONTRACTOR IS RESPONSIBLE FOR
Y N N ] \ \ \ FURNISHING & INSTALLING ANY NECESSARY UTILITY CONDUIT PRIOR TO SUBGRADE PREPARATION & PAVING
.\ RN i | A \ \ BRAZOS COUNTY OPERATION. GENERAL CONTRACTOR IS RESPONSIBLE FOR DETERMINATION OF UTILITY INSTALLATION ORDER.
20" X 20" EXXON SN \ | \ i
\ ReCTrER STE A \ \ \ : / BOONVILLE. CEMETERY 1,5 SO U, % ST OISRE R L ST N0 TS Ot o e o0
N \ . TO PREVENT
\ VOL. 326, PG. 140 (RN \ \ | N \ REMAINDER OF 13 ACRES THE OCCURRENCE OF WIND BLOWN LITTER FROM THE PROJECT SITE.
\ \ y \ | 3 b i # N2
\ \ | \ \ ( S/ VOL-” P » PG. 285 — PLAT 13. DEMOLITION / CONSTRUCTION WASTE: SITE IS REQUIRED TO PROVIDE CONTAINMENT FOR WASTE PRIOR TO AND
\ \ \ \ N \ VOL. "Q", PG. 365 — C.M.D.C. DURING DEMOLITION / CONSTRUCTION. SOLID WASTE ROLL OFF BOXES AND/OR METAL DUMPSTERS SHALL BE
AN x \ S /( ’ PROVIDED BY CONTRACTOR WHEN NECESSARY.
YA \ ! \ \ I VOL. 7, PG. 356 — DRBC
y CITY OF BRYAN \ \ CITY OF BRYAN | i ) / \ 14. [TEMS CALLED AS "PROPOSED" OR "INSTALL" ARE TO BE FURNISHED AND INSTALLED BY THE CONTRACTOR
-ELECTRICAL EASGEMENT \ WATERLINE EASEMENT NO. 2 Rsg' ! s {  COORDINATION NOTE: INCLUSIVE OF ANY MATERIALS, LABOR, EQUIPMENT, AND OTHER REQUIREMENTS FOR A COMPLETE AND FUNCTIONING
VOL. 12508' PG. 169 ~~ \ VOL. 498, Pff- 454 -3 ‘3 Rig st ! COORDINATE WITH BRAZOS COUNTY ENGINEER, ALAN SITE. ELEMENT.
/ i MUNGER (979-822-2127 X 3026) PRIOR TO 15. ALL RADII ARE DIMENSIONED FROM THE BACK OF CURB UNLESS .
i g | COMMENCING ANY WORK ON CEMETERY PROPERTY OTHERWISE NOTED
i
\ t
CITY OF BRYAN ] ,4/—<\ : > !
WATERLINE EASEMENT ACCsESSBS SESSE_NFENT g)/(\lLé]'rllcr)\lhé“' LANDSCAPE ANALYSIS
VOL. 498, PG. 454 . . SLANDSCAPE BUFFER AREA
5 INSTRUMENT FOR DECELERATION TOTAL AREA REQUIRED (50° BUFFER X 631°) 31550 SF
I —— LANE PLAN SHEET TOTAL AREA PROVIDED 28305 SF
%OM
19 === = TREE REQUIREMENT 3155 SF
52
PROPOSED LANDSCAPING
NEW CAN(OPY TREES (LVE OAK 3300 SF (22*%)
150 SF (2.5"+ CALIPER)
TOTAL SQ.FT. REQUIRED: 31550 SF
TOTAL SQ.FT. PROVIDED: 31689 SF
Ii ,L”% w
**NUMBER OF TREES. R iy
20
—— o ————— e, —— s——
- T ———— e '
N FM. No. 158 (BOONVILLE i
b Cj:wf N \ i ROAD) \\
T (\ N\ - > ! \\\ \ \ AN
A ot Y .
T— P N K b > s yd e
T | INSTALL APPROXIMATELY 194 LF OF MONOLITHIC REINFORCED CONCRETE CURB. CONNECT TO EXISTING CURB (31) | EXISTING WATER VALVES. ADJUST VALVES BOX COVERS FLUSH WITH NEW SIDEWALK. (@) |INSTALL APPROXIMATELY 94 LF OF 4’ WIDE REINFORCED CONCRETE FLUME. REFER TO SHEET C3.2 FOR INSTALL 37 LF OF 6" PVC (SDR 26, ASTM D3034, GASKETED) SANITARY SEWER SERVICE © 1.0%. CAP AND
AT EAST END OF NEW DECELERATION LANE. ELEVATION DATA AND CONSTRUCTION DETAILS. MARK END WITH 4° PVC PIPE PAINTED GREEN EXTENDING 4' - .
G | XSG FIRE FVORANT To REWAN G 4 ABOVE GROUND. FL O SSMH=314.88
D) '(',‘Er?';;‘ AﬁgR%IBMATELY 30 LF OF MONOLITHIC REINFORCED CONCRETE CURB, CONNECT TO EXISTING CURB () |INSTALL 131 LF OF 24 ADS (N-12), GASKETED, WATER TIGHT PIPE @ 0.5% SLOPE. CONNECT TO EXISTING NOT USED
M. NO. 158. (3 [INSTALL 1.5" WATER METER WITH BACKFLOW PREVENTER. 15' CURB INLET ON PIONEER TRAIL SOUTH. SEE SHEET C4.1 FOR STORM SEWER PROFILE.
SITE
INSTALL APPROXIMATELY 714 LF OF MONOLITHIC REINFORCED CONCRETE CURB. Go> | NoT USED. . ELECTRIC
(> | SAWCUT, DEMOLISH, AND REMOVE APPROXIMATELY 85 LF OF EXISTING REINFORCED CURB & GUTTER. & INTO DETENTION PORD 10, BE 0T T0. "WATOH SLOPE OF POND WAL AND_ CONCRETE RIP RAP- STUBOUT To
INSTALL APPROXIMATELY 14 LF OF MONOLITHIC REINFORCED CONCRETE CURB. CONNECT TO EXISTING CURB - CONTACT GILBERT MARTINEZ AT BRYAN TEXAS UTILITIES (PH: 979—-764—3660) FOR EXACT ROUTING &
& ! G5 | NoT useD. BE CAPPED WITH PLYWOOD PLUG
{(Z) | SAWCUT, DEMOLISH, AND REMOVE APPROXIMATELY 267 LF OF EXISTING REINFORCED CURB & GUTTER. ON AUSTIN'S COLONY PARKWAY. . CONDUIT SIZE.
INSTALL 40 LF OF 18" RCP, CLASS IV, GASKETED STORM SEWER STUB OUT LINE © 0.5X. PIPE END GOING
(3) | SAWCUT, DEMOLISH, AND REMOVE 265 SF OF EXISTING REINFORCED CONCRETE SIDEWALK. INSTALL ADA COMPLIANT AMBULATORY RAMP WITH LANDING AND DETECTABLE WARNING PAVER. SEE B/CS STORM SEWER D | NT e N borey T ASLASS IV, SASKETED STORM SEWER STUB QUT LINE © 0SX. PIPE END G (& | EXISTING POWER POLE
15 SF OF EXISTING REINFORCED CONCRETE SIDEWALK STANDARD DETAL SWS-05. 385> | EXISTING STORM SEWER TO REMAIN. STUBOUT TO BE CAPPED WITH PLYWOOD PLUG. (& | EXISTING TRAFFIC LIGHT POLE
{3 | SAWCUT, DEMOLISH, AND REMOVE 36 . INSTALL ADA COMPLIANT AMBULATORY RAMP WITH LANDING AND DETECTABLE WARNING PAVER. SEE DETAIL ——
INSTALL AD) G | DISTNG 15 CURE MLET 70 REMARL DEMO, REMOVE, AND REPLACE EXISTING CURB INLET WITH 5' X 3' (1.D.) REINFORCED CONCRETE JUNCTION EXISTING TRAFFIC CONTROL BOX
GONSTRUCTION. 12' To THE EAST, CONNECT TO' EXISTING. DECORATIVE. FENCE, CONNECT EXISTING CHAIN LINK — D | TN BOK.T0,BE (PDOT FRECAT UGN BOX () WITH HLS3 TRAFFIC LOADNG RATING.
) 3 . . X 3 WTH WATE NECTION.
<5 | FENCE TO BRICK WALL COLUMN. COORDINATE WITH BRAZOS COUNTY ENGINEER, ALAN MUNGER INSTALL 750 SF OF 4" THICK REINFORCED CONCRETE SIDEWALK. REINFORCE WITH #3 BARS © 12 O.CEW. & '1N2§T3Lé E13/ X 3' (1.D.) REINFORCED CONCRETE OPEN BACKED CURB INLET. REINFORONG TO BE #4 BARS © EXISTING TRANSFORMER
(979-822-2127 X 3026) PRIOR TO CONSTRUCTION. G | INSTALL 2385 SF OF 4" THICK RENFORCED CONCRETE SIDEWALK. REINFORGE WITH #3 BARS © 12 O.C.LW. NS TALL APPORMATELY 750 5 o7 CONGETE T TP e B ST S o SReTon {ED | INSTALL 8 LF OF 18" RCP, CLASS IV, GASKETED STORM SEWER LINE @ 1.0X. CONNECT TO NEW J—BOX. EXISTING OVERHEAD ELECTRIC LINE
RELOCATE EXISTING CHAIN LINK FENCE AND CONNECT TO NEW BRICK WALL AND COLUMNS. COORDINATE WITH " " G |70 CONNECT RIP—RAP TO bl D CONC : - INSTALL 5’ X 3’ (LD.) REINFORCED CONCRETE CURB INLET. INLET TO BE TXDOT PRECAST CURB INLET
<& | BRAZOS COUNTY ENGINEER, ALAN MUNGER (979~822-2127 X 3026) PRIOR TO REMOVAL (@ | INSTALL 2160 SY OF 6" THICK REINFORCED CONCRETE PAVEMENT. REINFORCE WITH #4 BARS © 18" OC.EW. ETENTION POND CONCRETE FLUME. <& | ouTspE ROADWA(Y (gco) OR APPROVED CAST—IN-PLACE EQUAL. {&&> | NoT uUsED
. INSTALL 1° X 1" CONCRETE DISSIPATOR BLOCKS. BLOCKS TO BE 1° HIGH. BLOCKS TO BE CONNECTED TO RELOCATE EXISTING LIGHT POLE. CONTRACTOR TO COORDINATE WITH BTU FOR NEW LOCATION,
REMOVE AND REPLACE APPROXIMATELY 90 LF OF EXISTING WOODEN FENCING WITH EQUAL OR BETTER (@ |INSTALL 385 SY OF 6 THICK REINFORCED CONCRETE PAVEMENT FOR NEW DECELERATION LANE AND < | CONCRETE RIP-RAP WITH #3 "U" BARS, 1 PER BLOCK. BARS TO EXTEND 6" INTO BLOCKS WITH 2" MIN INSTALL APPROXIMATELY 405 SF OF CONCRETE RIP RAP AT DETENTION EMERGENCY OVERFLOW. SEE B/CS - .
D MATERIALS AND CONSTRUCTION. COORDINATE WITH LOT OWNERS PRIOR TO REMOVAL. DRIVEWAY. REINFORCE WITH #4 BARS © 18" O.C.EW. SEE SHEET C5.1 FOR DECELERATION LANE DETAILS. CLEARANCE EACH SIDE. & STANDARD DETAIL D2-01. / VERIZON & SUDDENLINK CABLE
(®) | SAWCUT, DEMOLISH, AND REMOVE APPROXIMATELY 332 LF OF EXISTING REINFORCED CURB & GUTTER. GO |NSTL mswag&g;orvﬁgomfggfp CONCRETE PAVEMENT. REINFORCE WITH #4 BARS © 18" OCEW. () |!NSTALL APPROXIMATELY 270 SF OF CONCRETE RIP RAP. SEE B/CS STANDARD DETAL D2-01. CONTRACTOR SANITARY SEWER CONTACT BRENDA VAJDAK © VERIZON (PH: 979-821-4770; EMALL brenda.vajdak@verizon.com)
&) | SAWCUT, DEMOLISH, AND REMOVE APPROXIMATELY 40 LF OF EXISTING REINFORCED CURB & GUTTER. : = ST TR 2T D JTTETION POND CONGRETE PLUME {ED> | EXISTING 8" SANITARY SEWER LINE TO REMAIN. CONTRACTOR TO VERIFY DEPTH PRIOR TO CONSTRUCTION FOR DXACT REQUIREMENTS.
' : T ) . .
DEMOLISH AND REMOVE APPROXMATELY 3000 SF OF EXISTNG MEDIAN & LINDSCAPING AREA CONTRACTOR G | TERMOPLASTC WARKINGS (TaDOT DMSBzA0), (NG MARKING TO BE TYPE C, HEAT APPLIED, G | B EVATION B Y D IDE. REINFORCED CONCRETE FLUME. REFER TO SHEET C3.2 FOR SIS SANTARY SEYER MANIOLE T RMAN ADUST 0P 70 T e PSS o CONTACT MIKE LAVENDER @ SUDDENLINK (PH: 879-774-2506; EMAIL michael.lavender@suddenlink.com)
(& | TO RELOCATE ANY EXISTING IRRIGATION LINES AND IRED TO ENSU . - & . .
OPERATIONAL SYSTEM. (> | INSTALL STANDARD & ARROW PAVEMENT MARKING. MARKING TO BE TYPE C, HEAT APPLIED, THERMOPLASTIC @D [INSTALL 3 X 3 (1D.) REINFORCED CONCRETE DETENTION OUTLET STRUCTURE. SEE SHET C3.2 FOR OUTLET 55> |INSTALL & LF OF 6 PVC (SDR 26, ASTM D304, GASKETED) SANTARY SEWER SERVICE O 1.0%. CAP AND G | GO OROERGROUND TELEPHONE CABLE TO REMAIN. CONTRACTOR VERIFY LOCATION AND DEPTH PRIOR T
<D | AT EAGH ENDUOF NEW' MEDIAN BREAK ¢ RENFORCED CONCRETE CURS. CONNECT TO EXISTING CURS MARKINGS (XOOT DMS~8240). MARK END WITH 47 PVC PIPE PANTED GREEN EXTENDING 4' ABOVE GROUND. FL O SSWH = 313.05. EXISTING TELEPHONE VAULT TO REMAIN. CONTRACTOR TO ADJUST VAULT LD TO BE FLUSH WITH NEW
ST AEPROXVATELY 172 L OF MONGLTTIO RENFOreED ConeRE SR onNEeT 0 e Sore (@ |INSTALL 8" WIDTH SOLID LINE MARKING. PAINT TO BE TYPE Il WATER-BASED PAINT (TXDOT DMS—8200). Ci2) |INSTALL 44 LF OF 18" ADS (N—12), GASKETED, WATER TIGHT PIPE © 2.0% SLOPE. @ |INSTALL 71 LF OF 6° PVC (SOR 26, ASTM D3034, GASKETED) SANTARY SEWER SERVICE © 1.0%. CAP AND < | sipewack. :
: NP MARK END WITH 4" PVC PIPE PAINTED GREEN EXTENDING 4’ ABOVE GROUND. FL © EXISTING STUBOUT =
AT EACH END OF NEW MEDIAN BREAK. > | CONCRETE WASHOUT AREA. AREA TO BE OVEREXCAVATED & WASTE MATERIAL REMOVED OF AND DISPOSED @ |poTAL 3 X 3 X 1 (0D:) REINFORCED CONCRETE HEADWALL WITH NO WINGWALLS. REINFORCING TO BE #3 313.32. EXISTING TELEPHONE MANHOLE TO REMAIN.
LAN . -CEW.
1> [ INSTALL APPROXIMATELY 239 LF OF MONOLITHIC REINFORCED CONCRETE CURB. INSTALL APPROXIMATELY 214 LF OF 6" PVC (SDR 26, ASTM D3034, GASKETED) SANITARY SEWER MAN ©
INSTALL APPROXIMATELY 114.5 LF OF 4 WIDE REINFORCED CONCRETE FLUME. REFER TO SHEET C3.2 FOR & q : OVER
(i) | NSTALL APPROXIMATELY 256 LF OF MONOLITHIC REINFORCED CONCRETE CURB. WATER &> | ELEVATION DATA AND CONSTRUCTION DETALS. 0.8X. REFER TO SUBDMISION SANITARY SEWER DESIGN SHEETS UNDER SEPARATE COVER.
{28) | EXISTING 10" WATER LINE TO REMAIN. CONTRACTOR TO VERIFY DEPTH PRIOR TO CONSTRUCTION. N N INSTALL STANDARD B/CS 4’ INSIDE DIAMETER PRE—CAST MANHOLE. SEE B/CS STANDARD DETAIL S1—00A.
(33) | INSTALL APPROXIMATELY 271 LF OF MONOLITHIC REINFORCED CONCRETE CURB. = 32> |INSTALL 7' X 7' (1.D.) REINFORCED CONCRETE DETENTION OUTLET STRUCTURE. SEE SHEET C3.2 FOR DETAIL. REFER TO SUBDVISION SANITARY SEWER DESIGN SHEETS UNDER SEPARATE COVER.
{30 |EXISTING 18" WATER LINE TO REMAIN. CONTRACTOR TO VERIFY DEPTH PRIOR TO CONSTRUCTION.
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BRYAN, BRAZOS COUNTY, TEXAS




